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10UM ANCDISED SERRATED
ALUMINIUM

25mm x 48mm

3mm Thick, Weight 0.471kg/m
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ALL STAIR NOSINGS CAN BE
PURCHASED IN FULL LENGTHS
OR CUT TO THE REQUIRED SIZE

10UM ANCDISED ALUMINIUM
30mm x 50mm
3mm Thick, Weight 0.412kg/m

INSERTS

» 42mm R12 rated self adhesive rubber/cork 2.5mm thick

+ 42mm Flexible PVC nitrile rubber alloy Grade T9/04

- Shore hardness to ASTM D2246 Elongation to BS 2782

- Tensile strength to BS 2782 - Carborundum R12 anti-slip insert in any colour

10UM ANCDISED ALUMINIUM
WITH BULLNOSED EDGE

25mm x 60mm

Weight 0.680kg/m, Alloy Temper 6063/T5

INSERTS

» 42mm R12 rated self adhesive rubber/cork 2.5mm thick

« 42mm Flexible PVC nitrile rubber alloy Grade T9/04

- Shore hardness to ASTM D2240 Elongation to BS 2782

- Tensile strength to BS 2782 - Carborundum R12 anti-slip insert in any colour

10UM ANCDISED ALUMINIUM
25mm x 63mm
Weight 0.621kg/m, Alloy Temper 6063/T5

INSERTS

« 42mm R12 rated self adhesive rubber/cork 2.5mm thick

+ 42mm Flexible PVC nitrile rubber alloy Grade T9/04

- Shore hardness to ASTM D2240 Elongation to BS 2782

- Tensile strength to BS 2782 - Carborundum R12 anti-slip insert in any colour

10UM ANCDISED ALUMINIUM
37mm X 71mm
Weight 0.710kg/m. Alloy Temper 6063/T5

INSERT
+ 51mm Flexible PVC nitrile rubber alloy Grade T9/04
- Colours available: - Tensile strength to BS 2782

Black, Yellow, Grey & Luminous- Elongation to BS 2782
- Shore hardness to ASTM D2240 Carborundum R12 anti-slip insert in any colour

10UM ANCDISED ALUMINIUM
WITH BULLNOSED EDGE

37mm x 80mm

Weight 0.694kg/m. Alloy Temper 6063/T5

INSERT
+ 51mm Flexible PVC nitrile rubber alloy Grade T9/04
- Colours available: - Tensile strength to BS 2782

Black, Yellow, Grey & Luminous- Elongation to BS 2782
- Shore hardness to ASTM D2240 Carborundum R12 anti-slip insert in any colour

10UM ANCDISED ALUMINIUM
37mm x 75mm
Weight 0.770kg/m, Alloy Temper 6063/T5

INSERT
+ 51mm Flexible PVC nitrile rubber alloy Grade T9/04
- Colours available: - Tensile strength to BS 2782

Black, Yellow, Grey & Luminous- Elongation to BS 2782
- Shore hardness to ASTM D2240 Carborundum R12 anti-slip insert in any colour

FOR CARPET INSTALLATION
10UM ANCDISED ALUMINIUM
37mm x 75mm

Weight 0.815kg/m, Alloy Temper 6063/T5

INSERT

+ 51mm Flexible PVC nitrile rubber alloy Grade T9/04

- Colours available: - Tensile strength to BS 2782
Black, Yellow and Grey - Elongation to BS 2782

- Shore hardness to ASTM D2240 Carborundum R12 anti-slip insert in any colour

CLEAR ANODISED ALUMINIUM
35mmx 75mm

Class AA25, 25 micron thickness
Alloy 6060/T5, Weight 0.484 Kg/m

Luminous insert manufactured in Polypropylene which will resist cracking &
horizontal chipping. This Profile exceeds slip resistance of pedestrian surfaces.
AS 3661.1 - 1993

Luminous vertical face insert is available upon request.




