
                                                                                                 
 

             FLOORSAFE CARBORUNDUM INSERTS 
 

 
         Fine grade                              Heavy grade 
Manufactured from a 1.6mm galvanised metal and coated with a special primer 
followed with 3 coats of Floorsafe two‐part acrylic polyurethane anti‐slip coating. 
 
 Provides a tough & long lasting stair nosing insert manufactured to the 
customers required lengths. We recommend a silicon sealant for installing the 
insert into the aluminium nosing. 
 
UV	Resistant	
Chemical	Resistant	
Available	in	a	range	of	colours			
Suitable	for	indoor	&	outdoor	use.	
	
PRINCIPAL	CHARACTERISTICS:	

 Tough,	flexible	and	abrasion	resistant	
 	Unlimited	recoatabilty	
 Excellent	resistance	to	atmospheric	exposure	
 Excellent	colour	and	gloss	retention	
 Resistant	to	splash	of	mineral	and	vegetable	oils,	white	sprit,	paraffins	and	

aliphatic	petroleum	products	
 Resistant	to	splash	of	mild	chemicals	

	
Approved	to	APAS‐2911,	1441/2	&	conforms	to	AS/NZS	3750.6	
SLIP	RESISTANCE:	Will	meet	the	Australian	standards	when	anti‐slip	granules	are	used	
within	the	coating.	
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     Anti-slip manufacturers  & applicators 
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     Tel: 1300 717 769 Fax: 1300 400 434 
  info@floorsafe.com.au   Website: www.floorsafe.com.au 


